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PART NO.

DRAWING NO.

C1253RS***44PT20-**

1253WHS101-4-S

PROJECTION

TITLE:

SCALE:

MX1.25 超薄Wafer

N/A

SHEET: 1/1

VER.

DRAWN:

CHECKED

DATEUNIT: mm

王钰徽 2015.7.7
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◆SPECIFICATIONS

●Current rating: 1A AC, DC

●Voltage rating: 125V AC,DC

●Temperature range: -25°C ~ +85°C

●Insulation resistance: 100MΩ Min.

●Withstanding voltage: 500V AC/ minute.

●Contact resistance: 20mΩ Max.

Material:

    Insulator: High temperature thermoplastics

    Contact: Phosphro Bronze

    Solder Nail: Brass

Plating: Gold plated over Nickel

Circuits: 2~20,30

Suitable: KR1253 series Housing

Ordering Code:

C1253  R  S  ***  4  4  PT  2  0 - HF

Insulator Material:

PT=PA 6T

Series NO.

Mount Type:

    R=horizontal

Solder Type: S=SMT

NO.of Circuit: 002=2P

NO. of Mold

Color: 4=Nature

Packing Type: 2=Reel&Tape

Other: 0=Standard

HF: Halogen free(PA 6T)
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